
Burner for 3 1/2" dia Horizontal boiler

A F Campbell Full Size

B20/2/08

Sheet 1 of 1 SandyC, Argyll, Scotland.

Ceramic element
Fix into recess using high

temp. silicone

Gas Jet Carrier... BRASS
1.0"

15/16" Ream 1/8" dia

1/4" 5/32" Silver Solder

1/8" OD gas feed tube....copper.. length to suit

5/16" OD

Tap 1BA

Drill 0.177" dia

FIT NUMBER 8
GAS JET

(Calorgas or Taymar)

GA through burner

Silver Solder

Silver Solder

Mounting ring

Mixer body

1/8"

13/16"

7/16"dia

3/16"

1.5"

4 x cross holes
1/4" dia

Tap 4 BA

1/2" OD

Ream 5/16" dia
Through

Mixer Tube : Brass

1/8"

1 1/8"
Bore

1 3/16" OD

1/16"
1/2"

0.060" wall thickness

Make stub OD
Snug push fit
Inside Flue

1 3/4" OD

Drill 8 x 1/8" dia
supplimentary air
holes on 1.343" PCD

Mounting Ring...BRASS

7/16"

1 5/8"

1.063" dia
Recess

1/4"

Drill 7/16" dia
After fitting
End Plate

1 1/8" OD

Copper tube
16swg

0.048"

End Cover Plate

Mixer Body

18swg Copper

1 1/8"
finished OD
Cut oversize
and clean up
after silver
soldering to
mixer body.

9/16"

Mixer Tube
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Funnel Adaptor

Tube 9
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6.0"

0.375"0.375"0.375" 0.375" 0.375"

This end
Trim to 1/16" after

0.625"

Funnel Adaptor

7/16" hole

0.375"0.375"
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0.5"

0.75" 0.75"

1.313" rad

1.313" rad

1.094" rad

0.25"

1.375"

42mm dia 42mm dia

0.5"

0.75" 0.75"

1.313" rad
1.094" rad

for Stays

for Stay

for Stay

1/4" inside

1/8" rad1/8" rad
Material = 16 swg Copper

3/8" dia for

39.6mm nom

0.25"

Flue Blanking Plate 16swg copper

OD to be tight push fit

1/4" inside
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0.625"
0.25"

1.813"

0.156"

0.281" dia

0.875"

0.75" 0.5"

0.188"

0.5"

0.375"

1.0"

1/4" x 32tpi

1/4" x 32tpi

1" deep

0.125"

0.25"

0.5"

0.437"

0.437"

0.094"
0.188"

0.375"

1/4" x 32tpi
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