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VERTICAL PLATE
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NOTES.
Dimensions are not repeated when symmetry rules apply.
Material: Brass.
Gaskets are required for each Face plate, each Steam Nipple and each Steam Manifold to seal the steam
ith the Vertical Plate. . . .
pessage W © vorea et Flywheel side Cylinder side

See Design Notes for indications on a fabrication process for the Vertical Plate.
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FACE PLATE

STEAM NIPPLES AND STEAM MANIFOLDS
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Material: Brass

Plate thickness=2.5mm

Steam channel depth = 1.7mm.
Fixing hole recess depth = 1.2mm.

Number required: 3.

PIPES
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NIP-O NIP-I MAN-O1 | MAN-I1
Material: Brass
Number required: 1 of each of the 6 types.
DISTRIBUTOR INNER DISTRIBUTOR OUTER
NIP-
P2
MAN-O1

Pl

Material: Copper or brass.
O.D.: @4mm
[.D.: >= @2mm

Number required: 2 of each of the 2 lengths.
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SHAFT BEARING CYLINDER PIN BUSH FIXED ASSY
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Brass, 3 required

Brass. 3 reqd.

Mild steel. 3 reqd.

Brass. 3 reqd.

CYLINDER CYLINDER TOP COVER CYLINDER PIN CYL PIN NUT CYL PIN WASHER
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CYLINDER BOTTOM COVER
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Brass. 3 reqd.

PISTON ROD GLAND
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Brass. ; reqd.

The spring must have an internal diameter a bit over 4.5 mm, an
outer diameter a bit under 6.5 mm and a fully compressed length
not exceeding 9 mm.

CYLINDER ASSY

Screw2x6 (8)
Cylinder \

Cylinder top cover

Cylinder pin

Cylinder pin nut/

Cylinder bottom cover

Piston rod gland

Cylinder pin washer:
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Big end bush 2 (2)
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