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I.  GeNeral descrIPtIoN

Features:  The Max Burton® Industrial Torch 
Head Kit fits securely onto the 8-oz. Butane Fuel 
Cartridge and reaches a temperature of 3000°F.  
Features a high-intensity flame, piezoelectric 
ignition, flame and temperature control and is safe 
to operate at all angles.  Burns for up to four hours.  
The kit includes one 8-oz. Max Burton Butane Fuel 
Cartridge.

Benefits:  This matchless torch heats up to 3000°F 
and is ideal for a variety of uses requiring a gas 
powered torch.

uses:  Welding, sweating and brazing pipes, soldering, 
optical frame work and dental lab projects.  May also 
be used for a variety of cooking applications such as 
igniting flaming desserts and adding color and texture 
to food.

Warnings:  Read all instructions throughly prior to 
use.  Do not touch burner tube while in use.  Always 
point torch away from body and other people when 
igniting.  All burning appliances consume oxygen; 
use with proper ventilation.   Do not store torch or 
fuel near heat or open flame, in direct sunlight, or at 
temperatures above 120°F.  

compatible with:
Max Burton Butane Fuel Cartridge #1215
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Packaging:
 Each clamshell: 2 lbs. (0.9 kg) 0.17 CF (0.005 CM) 6.56” L x 2.875 “ W x 10.625” H
 Case (3/case): 6 lbs. (2.72 kg) 0.57 CF (0.02 CM) 10.25” L x 8” W x 12” H



II. dIaGraM

III.  sPecIFIcatIoNs

IV.  MIscellaNeous V.  WarraNtY 

The statements made herein, on labels, product bulletins 
or by any of our employees or agents concerning this 
material are given for information only.  Any liability 
whatsoever of Athena Brands to the user of the product, 
is limited to replacement of the product or purchase price 
refunded.  
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Note:  Burn times will vary depending on the outside 
temperature, the fuel release rate and altitude.

 
 Ignition Method ....................................................Piezoelectric
 Maximum Temperature ........................................3000°F
 Burning Time per Fuel Cartridge ..........................4 hour at maximum flame
 Fuel Source ..........................................................Max Burton Butane Cartridge #01215
 Weight ..................................................................7 oz.
 Dimensions ..........................................................L 3” x W 3” x H 6” (including fuel cartridge)
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