INTAKE MANIFOLD

Removal and Installation

SEC. 110-140+147-163+211:240 {7 25-28 Air inlet pipe
(25-29,18- 20)\? Solenold Boost sansor
J
[ 1315 ; [@38-44
N Bracket
{1.3-1.6,10-11) %% / (;39”)044.
[@) 25- 28 (2.5- 2.9, 18 - 20) e /
Water pipe Ground wire ' Air hose J
[ 13-15 . Te
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//\\ Harness clamp
EGR volume \ Intake manifold
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[@) 25-28
To cylinder (2.5-2.9, 18 - 20) Bncke!
block
Water hose
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N, o, (2.5 - 2.9, 18 - 20,
A i 4 1 ( QH 20 )géackat (285 2:)9 Throttle body
Gaskat S 3 5157 (2.9-3.3,21-23) [0 25-28
\Ha""ess(sz 590 (2.5-2.9, 18 - 20)
clamp N : -
C Ol level
NG gauge guide
AT Gasket
@ s1-57 3 ) sk €
(5.2-5.9, e
38 - 42) To exhaust manifold
EGR support O-ring EQ
[@2s-28
[0) 25- 26 (2.5 - 2.9, 18 - 20) (25-2.9,18-20)

To cylinder block

K : Lubricate with new engine oil.
P : Nem (kg-m, in-Ib)
M : Nem (kg-m, ft-Ib)
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