
N42477 Piper Warrior (180hp) 
Model: PA28-151	 Year: 1974 S/N: 28-7415392	 

TTAF: 8280 hrs	 TSMO 1991 hrs

Empty Weight: 1488    Max Gross: 2325	 Useful Load: 837


STC’s: 
• Electroair switch panel (panel only, not electronic mags)

• Plane Power Lightweight Alternator

• Sky-Tec lightweight starter

• Bold-Warrior 180HP engine w/Sensenich 76EM8S5-0-60


Regularly flown, full IFR with LNAV GPS, single axis autopilot. Wing Spar AD (2020-26-16) 
completed (and passed) on 4/2021. GPS database current. Last annual jan 2021.


Complete logs, oil samples, and additional photos upon request.


Component Times: 

Engine: 
Make: Lycoming	 Model: O-360-A4M	 TSMO: 1991 hrs (Lycoming Factory Overhaul) 

Avionics: 
• Davitron clock/timer

• Century IIb single axis autopilot (Hdg, Nav, LOC)

• KMA 20 Audio Panel

• PM 1000 II intercom with music input

• KLN 89b GPS (IFR enroute and Approach approved)

• King VOR/LOC/GS CDI (primary + GPS)

• King VOR/LOC CDI (Secondary)

• 2 KX-155 Nav/Com

• GTX 328 Transponder

• Skybeacon ADS-B out


Recurring AD’s 
Horizontal Stabilator Control System Inspection (13-02-13) - Next Due @10,198 hours or 2028


Contact: Brandon Butsick 	 brandonbutsick@gmail.com 	 253-353-3130

Component Make/Model Time in Service

Left magneto Slick 4371 252.59

Right magneto Slick 4370 252.59

Propeller Sensenich 76EM8S5-0-60 1595.85

Vacuum Pump Tempest AA3215CC 86.22

Alternator Plane Power AL12-P70 497.85

ADS-B Uavionix UAV-1001856-002 361.3

Starter Sky-Tec 149-12XLT 86.22
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