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The mayor prescribes that the sweeping of ovens, furnaces and chimneys of houses, 
factories, etc., must be performed at least once each year.

http://chimneyrodsdirect.co.uk/Cyclone-Power-Sweep-Chimney-DIY-Kit-Flexible-Flu-Flex-Chimney-
AC-Cyclone.htm

Date: 16-09-2018 Chimney 1, Location, not 
used this year.

Lounge Jotul wood burning 
stove.

Chimney construction Stone with SS liner
10x1M rods

Property address: Fuel type Wood

Weight of soot/debris 
removed = 0.3Kg

Fire not used this winter

Chimney 2, Location, not 
used this year.

Kitchen Rayburn multi fuel 
burner
9x1M rods

Name of owner: Chimney construction Fire brick with SS liner

Fuel type Wood

Weight of soot/debris 
removed = 0.4Kg

Not used this year

Equipment used: Mechanical brush 
turned by DeWalt 
drill clockwise up 
and anti-clockwise 
down, multiple 
passes.
Neumatic 0.1 
micron 2400watt 
vacuum cleaner

Chimney 3, Location, not 
used this year.

Godin wood burning stove in 
Dinning room, chimney is 
through the wall into the Barn
10x1M rods, stove pulled out 
from the wall and the flue was 
swept upwards for the dinning 
room.

Not used this year.

Chimney construction Fire brick with SS liner

Signature: Fuel type Wood

Weight of soot/debris 
removed = 0.3Kg

Not used since House bought.

Cyclone Power Sweep Chimney DIY Kit Flexible Flu-Flex Chimney 
Item Number AC Cyclone 

Nematic 2400watt “Twin Flow” vacuum with Filtrex filter plus Permatex filter and 
0.1 micron HEPA filter bag.
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