
white red blue clear
Cheeks 0.45 0.32 0.15 0.08 mm

7.75 1.59 2.38 3.18 3.18 6.35 mm 1 0.08
1 7.75 1 0.15
1 1 9.34 1 1 0.23
1 1 10.13 1 0.32
1 1 10.93 1 1 0.40
1 1 1 11.72 1 0.45
1 1 1 12.51 1 1 0.47
1 1 1 13.31 1 1 0.53
1 1 1 14.10 1 1 1 0.55
1 1 1 1 14.89 1 1 0.60
1 1 1 15.69 1 1 1 0.68
1 1 1 16.48 1 1 0.77
1 1 1 17.28 1 1 1 0.85
1 1 1 1 18.07 1 1 1 0.92
1 1 1 1 18.86 1 1 1 1 1.00
1 1 1 1 19.66 2 1 1.05
1 1 1 1 20.45 2 1 1 1.13
1 1 1 1 1 21.24 2 1 1.22
1 1 1 1 1 22.04 2 1 1 1.30
1 1 1 1 1 22.83 2 1 1 1.37
1 1 1 1 1 1 24.42 2 1 1 1 1.45

2 2 1.54
2 2 1 1.62

1) Select the nearest figure below the wanted size from the right hand column in table A. 
2) Select the chippers from that row. 
3) Add a figure from the right hand column of table B to the dimension in step 1 
to get closest to the wanted final size. 
4) Select the shims indicated in that row of table B.
5) Assemble the stack and do a test run.

Chippers

Shims TABLE BXcaliber Dado head table
TABLE A


